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EOG Resources, Inc.

P.O. Box 250
Big Piney, WY 83113

September 23, 1999

Utah Division of Oil,Gas,& Mining
1594 West North Temple
Box 145801
SaltLake City, UT 84114-5801

RE: APPLICATION FOR PERMIT TO DRILL
STAGECOACH UNIT #58-17N
NE/NW, SEC. 17, T9S, R22E
UINTAH COUNTY, UTAH
LEASE NO.: U-Ol43459
UTE TRIBAL LANDS

Enclosed please finda copy of the Application forPermit to Drill and associated
attachments for the referenced well.

Please address further communication regarding this matter (including approval) to:
Ed Trotter
P.O.Box 1910
Vernal, UT 84078
Phone: (435)789-4120
Fax: (435)789-1420

Sincerel ,

d Trotter
Agent
EOG Resources, Inc.

Attachments
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SW QUADRANGLE, UTAH, UINTAH COUNTY, 7.5 MINUTE
SERIES (TOPOGRAPHICAL MAP) PUBLISHED BY THE

SCU f58-17N UNITED STATES DEPARTMENT OF THE INTERIOR,
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EIGHT POINT PLAN

STAGECOACH UNIT #58-17N
NE/NW, SEC. 17, T9S, R22E
UINTAH COUNTY, UTAH

1. ESTIMATED TOPS & ANTICIPATED OIL, GAS, & WATER ZONES:

FORMATION DEPTH TYPE ZONES MAXIMUM PRESSURE

Green River 1483
Oil Shale 1483
"H" Marker 3128
"J" Marker 3546
Base "M" Marker 4476

Wasatch 4910
Peters Point 4910 GAS
Chapita Wells 5475 GAS
Buck Canyon 6105 GAS

EST. TD 6250' Anticipated BHP 2700 PSI

2. PRESSURE CONTROL EQUIPMENT: BOP SchematicDiagram attached.

3. CASING PROGRAM:

MINIMUM SAFETY FACTOR
HOLE SIZE INTERVAL LENGTH SIZE WEIGHT GRADE THREAD COLLAPSE BURST TENSILE

11 0' - 220' 200' - 220' 8 5/8 24.0 # J-55 ST&C 1370 PSI 2950 PSI 263,000#
or

12 ¼ 0' - 220' 200' - 220' 9 5/8 32.3 # H-40 ST&C 1370 PSI 2270 PSI 254,000#
7 7/8 O' - 6250' 6250' 4 ½ 10.5 # J-55 ST&C 4010 PSI 4790 PSI 146,000#

If conductor drive pipe is used, it will be left in place if its total length is less than 20 feet below the surface. If
the total length of the drive pipe is equal to or greater than 20 feet, it will be pulled prior to cementing surface
casing, or it will be cemented in place. The minimum diameter of the conductor drive pipe will be 13 3/8".

All casing will be new or inspected.

8 point plan-EOG
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EIGHT POINT PLAN

STAGECOACH UNIT #58-17N
NE/NW, SEC. 17, T9S, R22E
UINTAH COUNTY, UTAH

5. MUD PROGRAM

INTERVAL MUD TYPE
O' - 220' Air

240' - 4000' Air/Mist & Aerated Water
4000' - TD Air/3% KCL water or KCL substitute

Lost circulation probable from 1500' to 3000'+/-.

Sufficient mud inventory will be maintained on location during drilling to handle any adverse conditions that
may arise.

6. VARIANCE REQUESTS:

A. EOG Resources, Inc. requests a variance to regulations requiring a straight run blooie line (Where
possible, a straight run blooie line will be used).

B. EOG Resources, Inc. requests a variance to regulations requiring an automatic ignitor or
continuous pilot light on the blooie line. (Not required on aerated water system).

B. EOG Resources, Inc. requests a variance to regulations requiring the blooie line to be 100' in length.
To reduce location excavation, the blooie line will be 75' in length.

7. EVALUATION PROGRAM:

Logs: Schlumberger
GR T.D. to base of surface casing
Dipole Sonic-Neutron-GR T.D. to 4300'

Cores: None Programmed
DST: None Programmed

Completion: To be submitted at a later date.
Note: If hole conditions prevent the running of open hole logs, a cased hole Dipole Sonic/Neutron/Gr

will be run in lieu of open hole logs.

8 point plan-EOG
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EIGHT POINT PLAN

STAGECOACH UNIT #58-17N
NE/NW, SEC. 17, T9S, R22E
UINTAH COUNTY, UTAH

8. ABNORMAL CONDITIONS:

None anticipated.

9. STANDARD REQUIRED EQUIPMENT:

A. Choke Manifold
B. Kelly Clock
C. Stabbing Valve
D. Visual Mud Monitoring

10. HAZARDOUS CHEMICALS:

No chemicals subject to reporting under SARA title III in an amount equal to or greater than 10,000 pounds
will be used, produced, stored, transported, or disposed of annually in association with the drilling of this well.
Furthermore, no extremely hazardoussubstances, as defined in 40 CFR 355, in thresholdplanning quantities,
will be used, produced, stored, transported,or disposedof in association with the drilling of this well.

(Attachment: BOP Schematic Diagram)

8 point plan-EOG



3000 PSIG DIAGRAM

ANNULAR PREVENTOR AND BOTH RAMS ARE 3000 RATED.
CASINGFLANGE IS 11" 3000 PSIGRATED.
BOPE l 1" 3000 PSIG

TESTING PROCEDURE:
1. BOPE 's will be tested with a professional tester to conform to (OTATIN

Onshore Order#2 with retest every 14 days. HEAD
FT.OW LT NE ..

2. Blind & Pipe rams will be tested to rated working pressure, 3000 psig
3. Annular preventor will be tested to 50% of working pressure, 1500 psig
4. Casing will be tested to 0.22 psi/ft. or 1500 psig. Not to exceed 70%

ANNULAR
of burst strength, whichever is greater• PREVENTER

5. All lipes subject to well pressure will be pressure tested to the same
pressure as blind & pipe rams.

6. All BOPE specifications and configurations will meet OnshoreOrder #2
requirements for 3000 psig BOPE specifications.

PIPE BAMS
CHOKE MANIFOLD

2 " MIN ADJUSTABLE CHOKE

TO MUD/GAS SEPARATOR
OR PIT BLIND MS

3" MINIMUM RATED TO 3000·
PSIG 2" KILL LIN

. 3" MTNTMTTM

BLEED LINE TO PIT 3" DIAME

2" MIN CASING
A · SPOOL 11" 3000 PSIG FLANGE

TO MUD/GAS SEPARATOR ADJUSTABLE CHOKE
OR
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CONDITIONS OF APPROVAL

FOR THE SURFACE USE PROGRAM OF THE
APPLICATION FOR PERMIT TO DRILL

Company/Operator: EOG Resources. Inc.
Well Name & Number: Stagecoach Unit #58-17N
Lease Number: U-0143459
Location: 627' FNL & 1870' FWL, NE/NW, Sec. 17,

T9S, R22E, S.L.B.&M., Uintah County
Surface Ownership: Ute Indian Tribe

NOTIFICATION REQUIREMENTS

Location Construction - forty-eight (48) hours prior to construction
of location and access roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice: - at least twenty-four (24) hours prior to
spudding the well.

Casing String and
Cementing - twenty-four (24) hours prior to running

casing and cementing all casing strings.

BOP and related
Equipment Tests - twenty-four (24) hours prior to running

casing and tests.

First Production
Notice - within five (5) business days after new
well

begins or production resumes after well
has been off production for more than

ninety (90) days.

For more specific details on notification requirements, please check the Conditions of
Approval for Notice to Drill and Surfàce Use Program.

SCU 58-17N D.doc
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THIRTEEN POINT SURFACE USE PROGRAM

1. EXISTING ROADS

A. See attached Wellsite Plats showing directional reference stakes on location,
and attached TOPO Map "B" showing access to location from existing roads.

B. The proposed well site is located approximately 14.6 miles southeast of
Ouray, Utah - See attached TOPO Map "A" .

C. Refer to attached Topographic Map "A" showing labeled access route to
location.

D. Existing roads will be maintained and repaired as necessary. No off lease
Right-of-Way will be required.

2. PLANNED ACCESS ROAD

A. The access road will be approximately 0.1 miles in length. See attached
TOPOMap "B".

B. The access road has a 30 foot ROW w/ 18 foot running surface.
C. Maximum grade on access road will be 8%.
D. No turnouts will be required.
E. Road drainage crossings shall be of the typicaldry creek drainage crossing

type.
F. No culverts, bridges, or major cuts and fills will be required.
G. The access road will be dirt surface.
H. No gates, cattleguards, or fences will be required or encountered.

New or reconstructed roads will be centerlined - flaggedat timeof location
staking.

All travel will be confined to existing access road Right-of-Way.
Access roads and surface disturbing activities will conform to standards outlined
in the Bureau of Land Management and Forest Service Publication: Surface
Operating Standards For Oil & Gas Exploration and Development, (1989).

The road shall be upgraded to meet the standards of the anticipated traffic flow
and all-weather road requirements. Upgrading shall include ditching, drainage, graveling,
crowning, and capping the roadbed as necessary to provide a well-constructed safe road.
Prior to upgrading, the road shall be cleared of any snow cover and allowed to dry
completely. Traveling off the 30 foot Right-of-Way will not be allowed.

Road drainage crossings shall be of the typical dry creek drainage crossing type.
Crossings shall be designed so they will not cause siltation or accumulation of debris in
the drainage crossings nor shall the drainages be blocked by the roadbed. Erosion of

SCU 58-17N D.doc



drainage ditches by run off water shall be prevented by diverting water off at frequent
intervals by means of cutouts. Upgrading shall not be allowed during muddy conditions.
Should mud holes develop, they shall be filled in and detours around them avoided.

As operator, EOG Resources, Inc. shall be responsible for all maintenance on
cattleguards, or gates associated with this oil and/or gas operation.

3. LOCATION OF EXISTING WELLS WITHIN A ONE MILE RADIUS OF
PROPOSED WELL LOCATION

A. Water wells - None
B. Abandoned wells -

2*
C. Temporarily abandoned wells - None
D. Disposal wells - None
E. Drilling wells - None
F. Producing wells - 10*
G. Shut in wells - None
H. Injection wells - None

(*See attached TOPO map "C" for location)

4. LOCATION OF EXISTING ANDIOR PROPOSED FACILITIES

A. ON WELL PAD

1. Tank batteries - None
2. Production facilities will be set on locationif the well is successfully

completed for production. Facilities will consist of well head valves,
separator, dehy, 210 Bbl condensate tank,meter house, and attached
piping.

See attached facility diagram.
3. Oil gathering lines - None
4. Gas gathering lines - A 4 ½" gathering line will be buried from dehy to

the edge of the location.
5. Injection lines - None
6. Disposal lines - None
7. Surface pits - None

B. OFF WELL PAD

1. Proposed location of attendant off pad flowlines shall be flagged prior
to archaeological clearance.

2. A 41/2" OD steel above ground natural gas pipeline will be laid
approximately 169' from proposed location to a point in the NWl4 of
Section 17, T9S, R22E, where it will tie into QuestarPipeline Co.'s
existing line. Proposed pipeline crosses BIA administered lands

SCU 58-17N D.doc
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within the Chapita Wells Unit, thus a Right-of -Way grant will be
required.

3. Proposed pipeline will be a 4 ½ " OD steel, welded line laid on the
surface.

4. Protective measures and devices for livestock and wildlife will be
taken and/or installed where required.

If storage facilities/tank batteries are constructed on this lease, the
facility/battery or the well pad shall be surrounded by a containment dike
of sufficient capacity to contain, at a minimum, the entire contents of the
largest tank within the facility/battery, unless more stringent protective
requirements are deemed necessary by the authorized officer.

The production facilities will be placed on the Southwest side of the
location.

All permanent (on site for six months or longer) structures constructed or
installed (including pumping units) will be painted a flat, non-reflective,
earthtone color to match one of the standard environmental colors, as
determined by the Rocky Mountain Five State Interagency Committee.
All facilities required will be painted within 6 months of installation.
Facilities required to comply with O.S.H.A. (Occupational Safety and
Health Act) will be excluded.
The required paint color is Carlsbad Canyon.
If at any time the facilities located on public land and authorized by the
terms of the lease are no longer included in the lease (due to a construction
in the unit or other lease or unit boundary change), the BIA will process a
change in authorization to the appropriate rental or other financial
obligation as determined by the authorized officer.

5. LOCATION & TYPE OF WATER SUPPLY

A. Water supply will be from the Ouray Brine Plant at Ouray, Utah, and/or
Target Trucking Inc.'s water source in the SW/SW, Sec. 35, T9S, R22E,
Uintah County, Utah (State Water Right #49-1501). Produced water from the
Chapita Wells and Stagecoach Units will also be used.

B. Water will be hauled by Target Trucking Inc..
C. No water well will be drilled on lease.

6. SOURCE OF CONSTRUCTION MATERIAL

A. All construction material for this location and access road will be of native
borrow and soil accumulated during the construction of the location.

B. All construction material will come from Tribal Land.
C. No mineral materials will be required.

SCU 58-17N D.doc
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7. METHODS OF HANDLINGWASTE DISPOSAL

A. METHODS AND LOCATION
1. Cuttings will be confined in the reserve pit.
2. A portable toilet will be provided for human waste during the drilling

and completion of the well. Disposal will be at the Vernal sewage
disposal plant.

3. Burning will not be allowed. Trash and other waste material will be
contained in a wire mesh cage and disposed of at an approved waste
disposal facility.

4. Produced waste water will be confined to a lined pit or storage tank for
a period not to exceed 90 days after initial production. During the 90
day period, an application for approval of a permanent disposal
method and location, together with the required water analysis, will be
submitted for the AO's approval.

5. All chemicals will be disposed of at an authorized disposal site. Drip
pans and absorbent pads will be used on the drilling rig to avoid
leakage of oil to the pit.

B. Water fromdrilling fluids and recovered during testingoperations will be
disposed of by either evaporating in the reserve pit or be removed and
disposed of at an authorized disposal site. Introduction of well bore
hydrocarbons to the reserve pit will be avöided by flaring them off in the flare
pit at the time of recovery.

Burning of trash will not be allowed. All trash must be contained in a trash
cage and hauled away to an approved disposal site at the completion of the
drilling activities.

On BIA administered land:
The reserve pit will be constructed so as not to leak, break, or allow discharge.

The reserve pit shall be lined.

After first production, produced waste water will be confined to a lined pit or
storage tank for a period not to exceed ninety (90) days. During the 90 day
period, in accordance with Onshore Order No. 7, an application for approval
of a permanent disposal method and location, along with required water
analysis, shall be submitted for the AO's approval. Failure to file an
application within the time allowed will be considered an incident of
noncompliance.

8. ANCILLARY FACILITIES
A. No airstrips or camps are planned for this well.

SCU 58-17N D.doc
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9. WELLSITE LAYOUT

A. Refer to attached well site plat for related topography cuts and fills and
cross sections.

B. Refer to attached well site plat for rig layout and soil material stockpile
location as approved on On-site.

C. Refer to attached well site plat for rig orientation, parking areas, and
access road.

The reserve pit will be located on the Southeast side of the location. The
flare pit will be located downwind of the prevailing wind direction on the
Southeast sideof the location, a minimum of 100 feet from the well head
and 30 feet from the reserve pit fence.
The stockpiled topsoilwill be stored on the Southeast side of the location.

Access to the well pad will be from theNorth.

NJ Diversion ditch(es) shall be constructed on the
side of the location (abovelbelow) the cut slope, draining to the .

X_ Soil compacted earthen berm shall be placed from Corner "B" to the
access road approach on to the location.
side(s) of the location between the
N The drainage(s) shall be divertedaround the sides of the well pad
location.
N The reserve pit and/or pad locations shall be constructed long and
narrow for topographic reasons

.

X Corner #8 will be rounded off to minimize excavation.

FENCING REQUIREMENTS:

All pits will be fenced according to the following minimum standards:

A. Thirty-nine inchnet wire shall be used with at least one strand of barbed wire
on top of the net wire. (Barbed wire is not necessary if pipe or some type of
reinforcement rod is attached to the top of the entire fence).

B. The net wire shall be no more than 2 inches above the ground. The barbed
wire strand shall be 3 inches above the net wire. Total height of the fence
shall be at least 42 inches.

C. Corner posts shall be cemented and/or braced in such a manner as to keep the
fence tight at all times.

D. Standard steel, wood, or pipe posts shall be used between the corner braces.
Maximum distance.between any two posts shall be no greater than 16 feet.

E. All wire shall be stretched by using a stretching device before it is attached to
the corner posts.

SCU 58-17N D.doc
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The reserve pit fencing will be on the three sides during drilling operations and on
the fourth side when the rig moves off the location. Pits will be fenced and
maintained until clean-up.

Each existing fence to be crossed by the access road shall be braced and tied off
before cutting so as to prevent slacking of the wire. The opening shall be closed
temporarily as necessary during construction to prevent the escape of livestock,
and, upon completion of construction, the fence shall be repaired to BIA or SMA
specifications. A cattleguard with an adjacent 16 foot gate shall be installed in
any fence where a road is to be regularly traveled. If the well is a producer, the
cattleguards (shall/shall not) be permanently mounted on concrete bases. Prior to
a new road, crossing any fence located on Tribal land, or any fence between
Tribal land and private land, the operator will contact the BIA, who will in turn
contact the grazing permittee or owner of said fence and offer him/her the
opportunity to be present when the fence is cut in order to satisfy himself/herself
that the fence is adequately braced and tied off.

10. PLANS FOR RESTORATION OF SURFACE

A. PRODUCING LOCATION
Immediately upon well completion, the location and surrounding area will be
cleared of all unused tubing, equipment, debris, materials, trash, and junknot
required forproduction.
Immediately upon well completion, any hydrocarbons on the pit shall be

removed in accordance with CFR 3162.7-1.
If a plastic nylon reinforced liner is used, it shall be torn and perforated before

backfilling of the reserve pit.
The reserve pit and that portion of the location not needed for production
facilitiesloperations will be recontoured to the approximate natural contours.
The reserve pit will be reclaimed within 12 months from the date of well
completion. Before any dirt work takes place, the reserve pit will be
completely dry and all cans, barrels, pipe, fluid, and hydrocarbons, will be
removed.

Contact appropriate surface management agency for required seed mixture.

B. DRY HOLE/ABANDONED LOCATION

At such time as the well is plugged and abandoned, the operator
will submit a subsequent report of abandonment and the BIA will
attach the appropriate surface rehabilitation conditions of approval.

SCU 58-17N D.doc
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11. SURFACE OWNERSHIP
Access road: Tribal
Location: Tribal

12. OTHER INFORMATION
A. EOG Resources, Inc. will inform all persons in the area who are associated

with this project that they are subject to prosecution for knowingly disturbing
historic or archaeological sites, or for collecting artifacts. If historic or
archaeological materials are uncovered during construction, the operator will
immediately stop work that might furtherdisturbsuch materials, and contact
the AO. Within five working days the AO will inform the operator as to:

-whether the materials appear eligible for the National Register of
Historic Places;

-the mitigation measures the operator will likely have to undertake before
the site can be used.

-a time frame for the AO to complete an expedited review under 36 CFR
800.11 to confirm, throughthe State Historic Preservation Officer, that the
findings of the AO are correct and that mitigation is appropriate.

If the operator wished, at any time, to relocate activities to avoid the
expense of mitigation and/or the delays associated with this process, the
AO will assume responsibility for whatever recordation and stabilization
of the exposed materials thatmay be required. Otherwise,the operator
will be responsible for mitigation costs.

The AO will provide technical and procedural guidelines for the conduct
of mitigation. Upon verification from the AO that required mitigation has
been completed, the operator will then be allowed to resume construction.

B. As operator, EOG Resources, Inc. will control noxious weeds
along Right-of-Ways for roads, pipelines, well sites, or other applicable
facilities. A list of noxious weeds will be obtained from the BIA, or the
appropriate County Extension Office. On BIA administered land, a Pesticide
Use proposal shall be submitted, and given approval, prior to the application
of herbicides or other pesticides or possible hazardouschemicals.

C. Drilling rigs and/or equipment used during drilling operations on this well site
will not be stacked or stored on Tribal Lands after the conclusion of drilling
operations or at any other time without BIA authorization. However, if BIA
authorization is obtained, it is only a temporary measure to allow time to

SCU 58-17N D.doc
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make arrangements for permanent storage on commercial facilities. (The BIA
does not seek to compete with private industry. There are commercial
facilities available for stacking and storing drilling rigs.)

Additional Surface Stipulations
N_/A_No construction or drilling activities shall be conducted between

and because of
N No surface occupancy will be allowed within 1,000 feet of any sage grouse strutting

ground.
N No construction or exploration activities are permitted within a 1.5 mile radius of

sage grouse strutting grounds fromApril 1 to June 30.
NJ There shall be no surface disturbance within 600 feet of live water (includes stock

tanks, springs, and guzzlers).
N No cottonwood trees will be removed or damaged.

X Pond will be constructed according to BIA specifications approximately 10 feet
Northeast of the location, as flagged on the onsite.

LESSEE'S OR OPERATOR'S REPRESENTATIVE AND CERTIFICATION
EOG Resources,Inc. EOG Resources, Inc. Ed Trotter
P.O. Box 250 P.O.Box 1815 P.O. Box 1910
Big Piney, WY 83113 Vernal, UT 84078 Vernal, UT 84078
Jim Schaefer George McBride Telephone: (435)789-4120
Telephone (307)276-3331 Telephone (435)789-0790 Fax: (435)789-1420

All lease or unit operations will be conducted in such a manner that full
compliance is made with all applicablelaws, regulations, Onshore Oil and Gas
Orders, the approval plan of operations, and any applicable Notice to Lessees.
EOG Resources, Inc. is fully responsible for the actions of their subcontractors. A
copy of theseconditions will be furnished to the field representative to insure
compliance.

A copy of the approved APD and ROW grant, if applicable, shall be on location
during construction of the location and drilling activities.

The BIA office shall be notified upon site completion prior to moving on the
drilling rig.

Certification

I hereby certify that I, or persons under my direct supervision, have inspected the
proposed drillsite and access route; that I am familiar with the conditions that presently
exist; that the statements made in the Plan are, to the best of my knowledge, true and
correct; and that the work associated with the operations proposed herein will be

SCU 58-17N D.doc



O
performed by EOG Resources, Inc. and its contractors and subcontractors in conformity
with this Plan and the terms and conditions under which it is approved.

Date Ed Trotter

SCU 58-17N D.doc



SITTE FACTLTTY DIAGRAM
STAGECOACH UNIT #58-17N

SEC. 17, T98, R22 E, NE/4NW/4
UINTAH COUNTY, UTAH

FEDERAL LEA.SE NO. U-0143459
(Site Security Plan is on file at Enron's Vernal Office)

Tank Berm 2 1/2' Hz so• x so• Ancess Road

300 BEL
Tank

Sealed Sealed
Drain Load
Valve a. Valve

"oo

Combination Dehy Separatos
3 * Gao Sales ipelix syg g gegg Well head

O
100' Prod. Line

Well Pad 175° X



ENRON OIL & GAS CO.
LOCATION LAYOUT FOR

SCU #58-17N
SECTION 17, T95, R22E, S.L.B.&M.

627' FNL 1870' FWLC-0.6'

St¤. J+25
i

SCALE: 1" = 50'
DATE: 3-10-99 iglititte

Drawn By D.COX

N01E. Existing Drainage .'

Flore Pit is to ......••

be /ocated a rnin. Syy¶.
of 100' from the I I I I I I tilegggitti
Wel/ Head

PIPE RACKS

a ,,,, Approx.

C- 11.O l I \ °" °'

(atm. pit) C-1.O' Û-Û.Ñ' Cut Slope

a tal'
e EA 11.9' -Q. J'

25'
O HOUSE 135°

n er sir Sto. 1+50

PUMP

MUD SHED TOILET O

-- HOPPER

POWE

TOOLS

Sta. 0+ J7

C-11.4' C-1.4
Sto. 0+00(b tm, pit)

E 12.5 18" CMP Required
C-1.4' Proposed Access

Road

Elem Ungraded Ground at Location Stoke = 4711.9'
UINTAH ENGINEERING & LAND SURVEYING

Elex Graded Ground at Location Stake = 47f f. /' as so. Boo rest • vernat. Utan a4ova • (was)



ENRON OIL & GAS CO.
x-section TYPICAL CROSS SECTIONSFOR

scole SCU #58-17N
,, , SECTION 17. T9S, R22E, S.L.B.&M.1 = 50

627' FNL 1870' FWL
DATE: 3-10-99
Drawn By' D.COX

65' 135'

100' 135'

LOCAT/ON STAKE
CUT CUT

kmmmmmm matemworm
STA. 1+50

50' 40' 135'
. i10 ·

40 135'
Preconstruction
Grade

CUT CUT

sra. o+oo

APPROXIMATE YARDAGES
EXCESS MATERIALAFTER

(12") Topsoil Stripping = 2,500 Cu. Yds. 5% COMPACTION = 3,150 Cu. Yds.

Topsoll & Pit Backfill = 3,150 Cu. Yds.Remaining Location = 1,410 Cu. Yds
(1/2 Pit VoL)

TOTAL CUT = J,910 CU.YDS. EXCESS UNBALANCE = 0 Cu. Yds.
(After Rehabil¡tation)

FILL = 720 CU.YDS.
UINTAH ENGINEERING & LAND SURVEYING
85 So. 200 Kast * Vernal. Utah 84078 * (435)
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PROPOSEDLOCATION:
SCU #58-17N

E CA I U
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LEGEND: ENRON OIL & GAS COMPANY
Û PROPOSED LOCATION N SCU #58-17N

SECTION 17, T9S, R22E, S.L.B.&M.

E
627' FNL 1870' FWL

Uintah Engineering & Land Surveying TOPOGR A PH I C 3 10 9985 South 200 East VernaE, Utah 84O78 a
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SCALE:1:1 DRAWNBY:J.LG.



'6

LEGEND: ENRON CIL & GAS CO.
- - - - - - - - - - PROPOSED ACCESS ROAD N SCU #58-17N

EXISTING ROAD SECTION 17, 19S, R22E, S.L.B.&M.

-
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PROPOSED LOCATION:
SCU#58-17N

LEGEND: ENRON CIL & GAS CO.
pf DISPOSAL WELLS WATERWELLS N SCU #58-17N
O PRODUCING WELLS ABANDONED WELLs SECTION 17, T9S, R22E, S.L.B.&M.

SHUI' IN WELLS TEMPORARILY ABANDONED 627' FNL l 870'FWL

- ing TOPOGRAPHIc 3 1 9985 South 2OO East Vernal, Utah 84078 M A P MONTHDAY YEAR(435) 789-1017 * FAX (435) 789-1813
SCALE:1"=2000' DRAWNBY:lLG.REVISED



4724
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EXISTING PIPELINE

743 Il
aS PROPOSED LOCATION:
e scop8-17N

4720

APPROXIMATE TOTAL PIPELINE DISTANCE = 169' +/-
LEGEND: ENRON OIL & GAS CO.

- - -- -- EXISTINGPIPELINE N SCU #58-17N
• - - - - - PROPOSED PIPELINE - SECTION 17, T9S, R22E, S.L.B.&M.

PROPOSEDACCEss 627' FNL 1870' FWL

- Uintah Engineering & Land Surveying TOPOGR A PH I C g ) 9985 South 2OO East Voma1, T Ttah 84078 M A P my vm(435) 789-1017 * FAX (435) 789-1813
SCAlf 1"= 1000' DRAWNBY:J.LG.



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 10/04/1999 API NO. ASSIGNED: 43-047-33399

WELL NAME: SCU 58-17N
OPERATOR: EOG RESOURCES INC (N9550)
CONTACT: G Tag,, 35 Vf(g,Ñj2.c

PROPOSED LOCATION: INSPECT LOCATN BY: / /
NENW 17 - TO9S - R22E
SURFACE: 0627-FNL-1870-FWL TECH REVIEW Initials Date
BOTTOM: 0627-FNL-1870-FWL y,'/
UINTAH COUNTY Engineering / 6- 74 /V-fg p(ele
NATURAL BUTTES FIELD (630) dely

Geology
LEASE TYPE: FED
LEASE NUMBER: U-0143459 Surface
SURFACE OWNER: (,LR~Ty,

þr

PROPOSED FORMATION: WSTC

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

V lat R649-2-3. Unit $ÍL,(Mac
Bond: FedBY Ind[] Sta[] Fee[

(No. § 7 QS ) V R649-3-2. ene al,
Potash (Y/N) Siting: ,4 .g (( J. $c Ém ta k

,Oil Shale (Y/N) *190-5(B), R649-3-3. Exception
Water Permit

(No. - §0( ) Drilling Unit
RDCC Review (Y/N) Board Cause No:

(Date: ) Eff Date:

I
Siting:

ÑO Fee Surf Agreement (Y/N) R649-3-11. Directional Drill

STIPULATIONS: In accordance with Order in Cause No. 190-5(b) dated October 28, 1982, theOperator shall comply with requirements of Rule R649-3-31 pertaining toDesignated Oil Shale Areas. Additionally, the operator shall ensure that thesurface and/or production casing in properly cemented over the entire oil shaleinterval as defined by Rule R649-3-31. The Operator shall report the actualdepth the oil shale is encountered to the



OPERATOR: EOG RESOURCES INC. (¼1-246)N $

FIELD: NATURAL BUTTES (630)

SEC. 17, TWP 9 S, RNG 22 E

COUNTY: UINTAH UNIT: STAGECOACH UNIT
Division of Oil, Gas & Mining

* CWU 535-9F y CWU 38-9

CWU 571-9F
· SCU S' BN

CWU 228-9
STAGECDAct-i 31-8

CWU 408-9N
CWU 345-9N

b CWU 536-9F CWU 487-9F

STAGECOACH UNET3-5

¯
O SCU 2 8tl CWU 22-9

CWU 337-9 6
0 BCLI $1-BN O CV

OCWUS959F CWU31 9

O STAGE OACH 44-8N CWU 239-9

STAGECOACH U 20-7 A CWU 534-9F

NATURAL BUTTES FIELD "' CWU596-9F

CWU 491-16N

SCU 458 17N O CWU 590-16F G GWU 33-16
STAGECOACH 1 17 o GWO 407- FON

CWU 240-16

STAGECOACH 5
CWU 56416F

NBU48 STAGECOACH UNIT "°* '°°'6"

8 O STAGECOACB 33-17
16 CWU 12

CWU 517-16F

CWU 518-16F

NBU 12 SCU 48-17F SCU #54-17F CWU 241-16

NBU 33-17B C CWU 492-tGF A CWU 46 .16F

NATURAL $UTTES UNIT STAGECOACH22-17

Lau 39-16 CWU 238-16

NBU 17g
CWU 51&21F

' SCU 56-20F 4 CWU 308-21

NBU 32Y
V STAGËCt \CH 41 20 CWU 322-21

NBU 23 * SCU
51-20¯

STAGECOACH 6
« * CWU 355·21 CWU 471-21F

I O SCU 50- 16
CWU 9

NBU 277 21

19 CWU 341-21N

NBU #9 CWU 474-2
CW 49421F

NBU 339-19E
NBU 20

NBU308-20E
NBU340-20E CHAPITA WELLS UNIT

I NBU 136 NBU 8-20B
NBU M =0 Or

CWU 37 21
NBU 212-19

NBU 108
NBU 388-19E(RECOMPL)

PREPARED
DATE:



State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GASAND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt PO Box 145801Governor
Salt Lake Chy,Utah84114-5801

Kathleen Clarke
Executive Director 801-536-5340

LowellP. Braxton
801,359-3940(Fax)

Division Director 801-538-7223{TDD)

October 14, 1999

EOG Resources, Inc.
P.O. Box 1815
Vernal, Utah 84078

Re: SCU 58-17N Well, 627' FNL, 1870' FWL, NE NW, Sec. 17, T. 9 S., R. 22 E., Uintah
County, Utah

Gentlemen:

Pursuant to theprovisions and requirements of Utah Code Ann. 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval,approval to drill
the referenced well is granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-047-33399.

Sincerely,

hn R. Baza
Associate Director

lwp
Enclosures
cc: Uintah County Assessor

Bureau of Land Management, Vernal District
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Operator: EOG Resources, Inc.

Well Name & Number: SCU 58-17N

API Number: 43-047-33399

Lease: Federal Surface Owner: Ute Tribe

Location: NE NW Sec. 17 T. 9 S. R. 22 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin.R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable termsand provisions of the approved
Application for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well. Contact Carol Daniels at
(801)538-5284.

Notify the Divisionprior to commencing operations to plug and abandon the well.
Contact Dan Jarvis at (801) 538-5338 or Robert Krueger at (801) 538-5274.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. In accordance with the Order in Cause No. 190-5(b) dated October 28, 1982, the operator
shall comply with the requirements of Rule R649-3-31 pertaining to Designated Oil Shale
Areas. Additionally, the operator shall ensure that the surface and/or production casing is
properly cemented over the entire oil shale interval as defined by Rule R649-3-31. The
operator shall report the actual depththe oil shale is encountered to the Division.

5. State approval of this well does not supersede the required federal approval which must
be obtained prior to



Fo 3160.3 SUBMIT IN CATE* FORMAPPROVED
(Other instruc on OMB NO. IM1369 UNITED STATES reT•rs• side) Es¢ies: Febsmary28, ms

DEPARTMENTOF THE INTERIOR s. ........MONRIOW AND SERIAL WO.

BUREAUOF LANDMANAGEMENT
APPLICATION FOR PERMIT TO DRILLOR DEEPEN "'" ""'^"°"" """""'""¯

UTE .TRIBAL LANDS
la. TTPE OF WOEK
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EOG Resources, Inc. °¯ o. anw.u.no

a. MOROmginiMEMNBM SEP2 a 1999 SCU #58-17N
P.O. BOX 1815, VERNAL, UT 84078 10. FIBI.D HD 7001., OR WELDCAT
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11" 8 h/yn 24# LUU- LO 100-150 SX CLASS "G" + 2%
OR 12 1/4" 9 5/8" 32.30# 200-220' CaClo ey PET10FLIKE

7 7/8" 4 1/2" 10.50# 6250' 50/50 POZMIX + 2% GEL + 10%
SALT TO 400' ABOVE ALL ZONE!

SEE ATTACHMENTS FOR: OF INTEREST (+10% EXCESS).
LIGHT CEMENT (11PPG*) +

8 POINT PLAN .LCM TO 200 ' ABOVE OIL SHALE
BOP SCHEMATIC OR FRESH WATER INTERVALS
SURFACE USE AND OPERATING PLAN (+ 5% EXCESS) .
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Applicationapproval does not warrant or œrdfy dat the appliant holds Icgal or ecµilable tiße to those rigits in the sidsject lease which would entide the appl ca t ta a operaliarm thereon.
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*SeelustructionsOn ReverseSide
Title 18 U.S.C Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of



COA's Page 1 of 9
Well: SCU 58-17N

CONDITIONSOF APPROVAL
APPLICATIONFOR PERMIT TO DRILL

Company/Operator: EOG Resources, Inc.

Well Name & Number: EOG 58-17N

API Number: 43-047-33399

LeaseNumber: Unleased

Location: NENW Sec. L T. i R. 22E

NOTIFICATION REQUIREMENTS

LocationConstruction - at leastforty-eight(48) hours prior to construction of location and access

roads.

LocationCompletion - prior to moving on the drillingrig.

SpudNotice - at least twenty-four(24) hours prior to spudding the well.

Casing String and - at least twenty-four(24) hours prior to running casing and

Cementing cementing all casing strings.

BOP and Related - at least twenty-four (24) hours prior to initiating pressure tests.

Equipment Tests

First Production - within five (5) business days after new well begins, or production

Notice resumes afler well hasbeenoff production formorethanninety(90) days.

Formore specific detailson notification requirements, please check theConditionsof ApprovalforNotice

to Drill and Surface Use
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Well: SCU 58-17N

CONDITIONSOF APPROVALFOR NOTICETO DRILL

Approvalof this application does not warrant or certify that the applicantholds legal or equitable title to

those rights in the subject lease which would entitle the applicantto conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that full compliance is made with

applicable laws, regulations (43 CFR 3100), OnshoreOil and Gas Orders, and the approvedplan of

operations. The operator is fully responsible for the actions of his subcontractors. A copy of these

conditions will be furnishedto the field representative by the operator to insure compliance.

Be aware fire restrictions may be in effect when location is being constructed and/or when well is being

drilled. Contact the appropriate SurfaceManagementAgencyfor information.

A. DRILLINGPROGRAM

l. Estimated Depth at Which Oil, Gas, Water, or Other MineralBearing Zones are Expected to be

Encountered

ReportAJ water showsand water-bearing sands to Tim Ingwellof this office prior to setting

the next easing string or requesting plugging orders. Faxed copies of Stateof Utah form
OGC-8-Xare acceptable. If noticeable water flowsare detected, submit samples to this office

along with any water analyses conducted.

All usable water and prospectivelyvaluable minerals(as describedby BLM at onsite)

encountered during drilling,will be recorded by depthand adequately protected. All oil and gas

shows will be tested to determine commercial potential.

2. Pressuæ Control Equipment

The BOP and related equipment shall meet the Itiinimum requirements of Onshore Oil and Gas

Order No. 2 for equipment and testing requirements, procedures, etc., for a 3M systemand

individual components shall be operable as designed. Chart recorders shall be used for all

pressure tests.

Test charts, with individualtest results identified, shall be maintained on locationwhile drilling and

shall be made available to a BLMrepresentativeupon request.

If an air compressor is on location and is being utilized to provide air for the drilling medium while

drilling, the special drilling requirements in OnshoreOil and Gas OrderNo. 2, regarding air or gas

drilling shall be adhered to. If a mist system is being utilized then the requirement for a deduster

shallbe
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3. CasingProgramand Auxiliarv Equipment

Surfacecasing will be set relative to ground level and shall have centralizers on the bottom

three joints,with a minimum of one centralizer per joint.

If conductorpipe is set it will be cemented to surface. If drivepipe is used it will be pulled prior

to cementing surface casing.

As a minimum, the usable water and oil shale resources shall be isolated and/or

protected by having a cement top for the production casing at least 200 ft. above the top

of the usable water zone identified at ± 211 ft. or by setting the surface casing at ±261

ft. If gilsonite is encounteredwhile drilling,it shall be isolatedand/orprotected via the cementing

program.

4. Mud Program and CirculatingMedium

Hazardoussubstances specifically listedby the EPA as a hazardous waste or demonstratinga

characteristic of a hazardouswaste will not be used in drilling,testing,or completion operations.

No chromateadditiveswill be used in the mud systemon Federaland Indian lands without prior

BLM approvalto ensure adequate protection of fresh water aquifers.

5. Coring.Loggine and Testing Program

Daily drillingand completionprogress reports shall be submitted to this office on a weekly basis.

All Drill Stem tests (DST) shall be accomplished duringdaylighthours,unless specificapproval to

start duringother hours is obtained fromthe AO. However, DSTs may be allowed to continue at

night if the test was initiatedduringdaylighthoursand the rate of flow is stabilized and if adequate

lightingis available (i.e., lightingwhich is adequatefor visibility and vaporproof for safe

operations). Packers can be released, but trippingshould not beginbefore daylightunless prior

approval is obtained from the AO.

The GammaRay and InductionLogsneed to be pulled from TD to the Surface Shoe.

A cement bond log (CBL)will be run fromthe production casing shoe to TOP OF CEMENT if

the surface casing is set at ± 251 ft. or it will be run to Surface if the surface casing is set at ±
220 ft. and shall be utilized to determinethe bond quality for the production casing. Subtnit a field

copy of the CBL to this
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Whetherthe well is completed as a dry hole or as a producer, "Well Completionand

Recompletion Reportand Log" (Form 3160-4) will be submittednot later than 30 days after

completion of the well or after completionof operations beingperformed, in accordance with 43

CFR 3164. One copy of all logs, core descriptions,core analyses, well-test data, geologic

summaries, sampledescription,and all other surveysor data obtained and compiled duringthe

drilling,workover, and/or completionoperations,will be filedwith Form 3160-4. Samples

(cuttiligs, fluids,and/or gases)will be submittedwhen requested by the AO.

6. Notificationsof Operations

No locationwill be constructedor moved,no well will be plugged, and no drillingor workover

equipmentwill be removed from a well to be placed in a suspended statuswithout prior approval

of the AO. If operations are to be suspended, prior approval of the AO will be obtained and

notification given before resumption of operations.

The Vernal DistrictOffice shall be notified, duringregular work hours (7:45 a.m.-4:30 p.m.,

MondaythroughFriday exceptholidays),at least24 hours prior to spuddingthe well.

Operatorshall report production data to MMS pursuantto 30 CFR 216.5 using form MMS/3160.

Immediate Report: Spills, blowouts, fins, leaks,accidents, or any other unusual occurrences shall

be promptly reported in accordancewith the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a "SundryNotice" (Form 3160-5)

to that effect will be filed, for prior approval of the AO, and all conditions of this approved plan

are applicable duringall operations conductedwith the replacementrig.

The date on which production is commencedor resumedwill be construed for oil wells as the

date on which liquidhydrocarbonsare first sold or shipped from a temporary storage facility,such

as a test tank, and for which a run ticket is required to be generated or, the date on which liquid
hydrocarbons are first produced into a permanentstorage facility,whichever first occurs; and, for

gas wells as the date on which associated liquid hydrocarbons are first sold or shipped from a

temporary storagefacility, such as a test tank, and for which a run ticket is required to be

generated or, the date on which gas is first measuredthrough permanent metering facilities,

whichever first occurs.

Shouldthe well be successfully completed for production, the AO will be notified when the well is
placed in a producing status. Suchnotification will be sent by telegram or other written

communication, not laterthan five (5) days followingthe date on which the well is placed on
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Gas producedfrom this well may not be vented or flaredbeyond an initial authorized test period

of 30 days or 50 MMCF followingits completion,whichever occurs first, without the prior written

approval of the Authorized Officer. Shouldgas be vented or flared without approval beyondthe

authorizedtest period, the operator may be directedto shut-in the well until the gas can be

captured or approval to continueventing or flaringas uneconomic is granted and the operator

shallbe required to compensate the lessor for that portion of the gas vented or flared without

approval which is determined to havebeen avoidably lost.

A schematicfacilitiesdiagram as required by 43 CFR 3162.7-5 (b.9. d.), and shall be submitted to

the appropriate District Office within sixty (60) days of installationor first production, whichever

occurs first. All site securityregulationsas specified in OnshoreOil & Gas Order No. 3 shallbe

adhered to. All product lines entering and leavinghydrocarbonstorage tanks will be effectively

sealed in accordance with 43 CFR 3162.7-5(b. 4).

No well abandonment operationswillbe commenced withouttheprior approval of the AO. In the

case of newly drilled dry holes or failures,and in emergencysituations, oral approval will be

obtained from the AO. A "SubsequentReportof Abandonment" Form 3160-5,will be filed with

the AO within thirty (30) days followingcompletion of the well for abandonment. This report will

indicate where plugs were placed and the currentstatus of surface restoration. Final
abandonment will not be approved until the surfacereclamation work required by the approved

APD or approved abandonment notice has beencompletedto the satisfaction of the AO or his

representative,or the appropriate SurfàceManaging Agency.

7. Other Information

All loading lineswill be placed inside the berm surrounding the tank battery.

All off-lease storage,off-leasemeasurement, or commingling on-lease or off-lease will have prior

written approval from the AO.

The oil and gas measurement facilitieswill be installed on thewell location. The oil and gas

meters will be calibrated in place prior to any deliveries. Tests for meter accuracy will be

conducted followinginitial installationand at least quarterly thereafter. The AO will be provided

with a date and time for the initial meter calibration and all futuremeter proving schedules. A

copy of the meter calibration reports will be submitted to the Vernal District Office. All meter

measurement facilitieswill conform with OnshoreOil & Gas OrderNo. 4 for liquid hydrocarbons

and Onshore Oil & Gas OrderNo. 5 for natural gas measurement.

The use of materials under BLMjurisdictionwill conformto 43 CFR 3610.2-3.

There will be no deviationfrom the proposeddrillingand/orworkover programwithout prior

approval fromthe AO. Safe drillingand operating practices must be observed. All wells,

whether drilling,producing,suspended,or abandoned will be identifiedin accordancewith 43 CFR
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"SundryNotice and Reporton Wells" (Form 3160-5)will be filed for approval for all changes of

plans and other operations in accordance with 43 CFR 3162.3,2.

Section 102(b)(3)of the FederalOil and Gas RoyaltyManagement Act of 1982,as implemented

by the applicableprovisions of the operatingregulations at Title 43 CFR 3162.4-l(c), requires that

"not laterthan the 5th businessday after any well begins productionon which royalty is due

anywhere on a lease site or allocated to a leasesite, or resumes productionin the case of a well

which has been off production formore than 90 days, the operator shall notify the authorized

officer by letter or sundry notice, Form 3160-5, or orally to be followed by a letter or sundry

notice, of the date on which such productionhas begun or resumed."

If you fail to comply with this requirementin the manner and time allowed, you shall be liable for

a civil penaltyof up to $10,000per violation for each day such violation continues, not to exceed a

maximum of 20 days. See Section 109(c)(3) of the Federal Oil and Gas Royalty Management

Act of 1982 and the implementingregulations at Title 43 CFR 3162.4-1(b)(5)(ii).

APD approvalis valid for a periodof one (1) year from the signature date. An extension period

may be granted, if requested, prior to the expirationof the original approvalperiod.

In the event after-hours approvalor notificationis necessary, please contactone of the following
individuals:

WayneBankert (801)789-4170
Petroleum Engineer

Ed Forsman (801) 789-7077

Petroleum Engineer

JerryKenezka (801)789-1190
PetroleumEngineer

BLM FAX Machine (801)
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EPA'S LIST OF NONEXEMPTEXPLORATIONAND PRODUCTION WASTES

While the followingwastes are nonexempt, they are not necessarily hazardous.

- Unused fracturing fluidsor acids

- Gas plant cooling tower cleaning wastes

- Paintingwastes

- Oil and gas service company wastes, such as emptydrums, drumrinsate, vacuum truck rinsate,

sandblast media, paintingwastes, spend solvents, spilled chemicals, andwaste acids

- Vacuum truck and drum rinsate flom trucks and drums,transportingor containingnonexempt waste

- Refinery wastes

- Liquidand solid wastes generatedby crudeoil and tank bottom reclaimers

- Used equipmentlubricationoils

- Waste compressor oil, filters,and blowdown

- Used hydraulicfluids

- Waste solvents

- Waste in transportationpipeline-related pits

- Caustic or acid cleaners

- Boiler cleaning wastes

- Boiler refractory bricks

- Incinerator ash

- Laboratory wastes

- Sanitarywastes

- Pesticidewastes

- Radioactivetracer wastes

- Drums, insulation and miscellaneous
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SURFACEUSE PROGRAM
CONDITIONSOF APPROVAL(COAs)

The Ute Tribe Energyand MineralDepartmentis to be notified 48 hours in writing in advance of any

construction activity. The Ute Tribal office days are Monday throughThursday. The Ute Tribe Energy

and MineralsDepartmentis to be notified in writing of any changes that are made to the original

application and ROW. Approvedchangeswill be provided in writing from the Ute Tribe. The Tribal

Technicianshallbe notified when reservepits are dug and prior to backfillingof reserve pits so that

operations canbe monitored.

Thirty foot wide Rights-Of-Way(ROWs)corridor shall be grantedfor the following:

Access roadswhich shall have constructedtravelwidth limitedto 18 feet, except as granted for

sharp curves or intersectionsor where deepcuts are required for road construction. The new

access road will be about 328 feet in lengthand existingroads would be upgraded to serve the

productionoperations. Diversionditchesand culverts will be installed or extended where required

to improvethe existing and proposed roads. For example,at the onsite it was proposed to place

two 18-inchdiameterculverts side by side where the layoutdiagram shows one. These
improvementswill be made within the approved Right-of-Way.

A silt containment pond is to be constructedfor controlof runoff and wildlife needs. The location

for this silt pond is mentionedin the APD. Spoilmaterial from the pond construction will be used

to elevatethe pad above existing drainages.
I

A surface steel production flowline is planned for this project.

Surfacepipelines will be constructedto lay on the soil surface, and the ROW for the pipeline will

not be bladedor clearedof vegetationunless specific written authorization is given from the BIA

and Ute TribalEnergyand MineralsDepartment. The line shall either be constructed on the road

and then lifted fromthe road to its intendedlocationparalleling the road, or it shall be welded in

place at a welding station locatedat the wellsite or on roads near the flowlineright of way and

then draggedinto place with a suitable piece of equipmentso it will not destroythe natural

vegetation. The 170 foot long route for the flowlineis indicated in the APD on Map D. The

pipeline proposed for this well does not parallel or share corridors with the new access road.

Buried flowlines shallbe a minimum of three feet below the surface. After the construction of

thepipeline is completed the disturbed area of the ROW shall be contoured to blend into the

natural landscape,and it shall be reseeded with desirablevegetation. Between September15 and

November 1 of the year followingpipeline construction of the buried line all disturbedareas shall

be reseededwith perennialvegetationaccordingto BIA, or to Ute Tribe specifications.

As necessary gravel fill will be used for productionfacilities and access roads. When wellsites

are plugged and abandoned gravel will be reclalmed according to BIA
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EOGResources,Inc will assurethe Ute Tribethat any/allcontractors and subcontractors have acquired a

currentTribal Business License and have access permits prior to construction.

EOG employees, representatives, and subcontractors shall not carry firearmson their person or in their

vehicles while working on the Uintahand OurayIndian Reservation.

EOG employeesand/or authorized personnel (subcontractors) in the field will have applicableAPD's

and/orROW permits/authorizations on their person(s) duringall phases of construction.

All vehicular traffic, personnel movement, constmetion, and restoration activities shall be confined to the

areas examined,as referenced in report, and to the existing roadways and/or evaluated access routes.

All personnel shouldrefrain from collectingartifacts,any paleontologicalfossils, and from disturbingany

significantcultural resources in the area.

The UteTribe Energy & MineralDepartmentshall be consultedif culturalremains (including

paleontologyfossils) from subsurfacedepositsare exposedor identifiedduringconstruction or if the need

arises to relocate or otherwise alter the locationof the construction area. Prior to commencing .

constructing in the area where cultural resources are exposed the operator must obtain authorizationfrom

the BIA and the Ute Tribal Departmentof Cultural Rights and Protection.

Beforethe site is abandoned,the company will be required to restore the well site and ROWs to near

their original state. The disturbedareas will be reseeded with desirableperennial vegetation.

Noxiousweeds will be controlled on the well site and rights-of-way. If noxious weeds spread from the

project area onto adjoining land, the companywill also be responsible for their control.

Reserve pits will be lined with impervioussyntheticliners. Liners will be constructed to lay under the mud

tanks, and they will be reinforced to prevent the liner from developing holes where fluids flow from the

mud tank into the reserve pit. Liners will be at least 10-mil thick minimum. Pits will be fenced and fences

will be maintained as described in the APD.

The flare pit will be adjacent to the reserve pit.

A closed production system will be used. Production fluidswill be containedin leak proof tanks. All

production fluids will be disposedof at approved disposalsites. The indiscriminatedumpingof production

fluids on roads, wellsites or other areas will not be allowed.

Upon completion of the project approved under this Applicationfor Permit to Drill and Right-of-way, the
Ute Tribe Energy & Minerals Resources Departmentwill be notified by EOG Resources,Inc. so that a

Tribal Technician can verify Affidavit of



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: EOG RESOURCES INC

Well Name: SCU 58-17N

Api No. 43-047-33399 Lease Type: FEDERAL

Section 17 Township 09S Range 22E County UINTAH

Drilling Contractor BILL MARTIN RIG # AIR RIG

SPUDDED:

Date 11/28/1999

Time 7:00 PM

How DRY

Drilling will commence

Reported by ED TROTTER

Telephone # 1-435-789-4120

Date 11/29/1999 Signed:



FORM3160-5 U ED STATES FORM APPROVED
(December1989) DEPART OF THEINTERIOR etsmanzo ioonias

BUREAU O ND MANAGEMENT xpiresseptemberso.ieso

5. Lease Designation and Serial No.

SUNDRY NOTICE AND REPOR7S ON WELLS U 0143459
Do not use this form for proPesals to drill or to deepen or reentry to a different reservoir. 6. If Indian, Allotten or Tnbe Name

Use "APPLICATION FOR PERMIT --" for such proposals UTE TRIBAL IANDS
SUBMIT IN TRIPLICATE 7. If Unit or C.A., Agreement Designation

1. Type Well

d Other 8. N

2. Name of Operator STAGECOACH UNIT 58-17N

EOGResources, Inc.
3. Address and Telephone No. 9. API Well No.

P.O. BOX250, BIG PINEY, WY 83113 (307) 276-3331 43-047-33399
4. Location of Well (Footage, See., T., R., M., or surveyDescription) 10. Field and Pool or Expierstory Area

627' FNL - 1870' FWL (NE/NW) STAGECOACHIWASATCH
SECTION17, TTS,R22E 11. ca..ty se.e.

UINTAH, UTAH
12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

NOTICE OF INTENT ABANDONMENT CHANGE OF PLANS

O
RECOMPLETION NEW CONSTRUCTION

X SUBSEQUENT REPORT PLUGGING BACK NON-ROUTINE FRACTURING
CASING REPAIR WATER SHUT-OFF

O FINAL ABANDONMENT NOTICE ALTERING CASING CONVERSION TO INJECTION
X OTHER SPUD DATE

(Note: Report results of multiple completion on Well Completions
or Recompletion Report and Log Form.)

11 Describe Proposed or Completed Operations (Clearly state all pertinent details and give pertinent dates, including estimated date of starting any proposed work if well
is dIrcrtionally drilled give subsurface locations and measuled and true vertical depths for aH markers and zones pertinent to this werk).

Enron Oil & Gas Company spudded 11" surface hole at the subject location 11/28/99. The contractor was Bill Martin Drilling.
Ed Forsman of the Vernal BLM District office and Carol Daniels of the Utah Divisionof Oil, Gas & Mining wen notified
of spud 11/28/99.

RECEIVED

DEC1 0 1999
DIVISIONOFDJL,GAS&MINING

*NOTE: Enron will be usin Nationwide Bond #NM 2308

TITLE RegulatoryAnalyst DATE 12/08/99

(This space for Federal or State oRice use)

APPROVED ÐY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

Titia ls UAC. Section 1001, makes it a crime for any persomknowingly and willnilly to make to any depart-mat er agency of the
United States any imise, Ectitions or fiandelemt statements er representatiom as to emymatter withim its



STATE OF UTAH OPERATORACGT. NŒ N

DIVLSIONOF CIL, GASANDMINING OPERATOR: EOG Resources, Inc. FAX: KRISTIMRISBECK
ADDRESS: P.O. BOX 250 (80¶ 359-3940

ENTITYACTIONFORM - FORM6 BIG PINEY, WYOMING83113

ACTION CtíRRENT NEW API WELLNAME LOCATION SPUD EFFECTWE

CODE ENTITYNO. ENTITY NO. NUMBER GO SEC. TP RG COUNTY DATE CATE

B 4905 43-047-33350 CHAPlTAWELLSUNIT 533-10F EINE 10 SS 22E UINTAH 10/04/99
1 COMMEFITS:

B 4905 43-047-33374 CHAPlTAWELLSUNTI 596-9F 9 95 22E UINTAH 10/12/99
- wwwwmrea «¯ CONFIDENTIAL

43-047-33405 DUCKCREEK 70-9 NEINE 9 BD 20E UINTAH 11/17/99
3 COMMENTS:

CONFilENTIAL
B 4920 43 -33399 STAGECOACHUNi 58-17 E/NW 17 9S 22E UINTAH 11/28/99

4 COMMENTS:

B | 4mu 43-047-33398 STAGECOACHUNIT 54-17F SE/SE 17 9X 22E UINTAH 12/04/99
5 COMMENTS:

rnNFilENTA
- ACTIONSCODES (seeinstoctions an back of form)

A -Establisil newenUtyfor newwell(single well only}

B -Add new wellin existingenlily(groupor unitwen) Signature
C - Re-assign wellfrornone existingentitytoanother existingentity Regulatoly Analyst 1106/2000
D - Re-assign wellfromone exising enlity toa new entity Tide Date
E -Other (explainin comments section)

NOTE: Use COMMENTsection to explain why eacia Action Code was selected. Pho rte No. (307)



FORM 316o.s UNITED STATES FORM APPROVED

(Dqcember 1989) DEPART OF THE INTERIOR dget BureauNo 1004-0135

BUREAU JND MANAGEMENT ressey.m =rao isso

5. Lease Designation and Serial No.
SUNDRY NOTICE AND REPORTS ON WELLS U 0143459

Do not use this form for proposals to driH or to deepen or reentry to a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATIONFOR PERMIT --" for such proposals UTE TRIBAL LANDS
SUBMIT IN TRIPLICATE 7. rrUnit or c.A., A,......* ».signation

1. Type of wen STAGECOACHUNIT
011 Gas CONFllEml.O - O - O Other 8. Well Name and No.

2. Name of Operator STAGECOACH UNIT 58-17N

EOG Resources, Inc.
3. Address and Telephone No. 9. API Well No.

P.O. BOX250, BIG PINEY, WY 83113 (307) 276-3331 43-047-33399

4. Location of Well (Footage, See., T., R., M., or Survey Description) 10. Field and Pool or Exploratory Area

627' FNL 1870' FWL (NE/NW) STAGECOACH/WASATCH
SECTION17, 795, R22E 11. county state

UINTAH, UTAH
12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OROTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

NOTICE OF INTENT ABANDONMENT CHANGE OF PLANS

O
RECOMPLETION NEW CONSTRUCTION

SUBSEQUENTREPORT PLUGGING BACK NON-ROUTINE FRACTURING
CASING REPAIR WATER SHUT-OFF

O - -

FINALABANDONMENT NOTICE ALTERING CASING CONVERSION TO INJEbTION
X OTHER DISPOSAL OF PRODUCED WATER

(Nete: Report resnits of muinple conspletion on Well Compledens
or Recompletion Report and Log Form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details and give pertinent dates, including estimated date of starting any proposed work if well
is directionsity drilled give subsurface leestions and measured and true vertical depths for all markers and zones pertinent to this werk).

Enron Oil & Gas Company requests authorization for disposal of produced water from the referenced weH to any of the following
locations:
1. Natural Buttes Unit 21-20B SWD
2. Ace Disposal
3. Enron Oil & Gas Company drilling operations (Chapita WeHsUnit, Natural Buttes Unit & Stagecoach Unit)
Water wiBbe stored in tanks until trucked to one of the above facilities.

RECEIVED
JAN27 2000

con DIVISIONOF
OIL,GAS ANDMINING

*NOTE: Enron will be using Nationwide Bond #NM 2308
1 i hereby cerdly e sg is o

TITLE Regulatory Analyst DATE 1/14/2000

000pted by tne
(This space for Federst er State oilce use) Utah Division ni
APPROÑD BY TITLE DATE
CONDITIONS OF APFROVAL. IF ANY: Federal Approvat of #rls

FORRhiCORuuni.Y ActionisNecessary
Tklo 18 U.S.C. Secdos 1001, makm il a crime for any persom knowingly and wílliktly to makt 10 Aby deparlaimi of agracy of the
United States any raise,fictitions er knudulent statements er reprwsontadons as to any mutter «Hhin its
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UNITEDSTATES JAN2 °/ 2000 U 0143459

DEPARTMENT OF THE INTERIOR DIVISiONOF
BUREAUOF LANDMANAGEMEg GAS ANDMINING CH UNIT

d MEMulli Ash 0.

WELL COMPLETION OR RECOMPLETIONREPORT ANDLOG* STAGECOACHUNIT
hJ ukUL will: RhilÆ

- O - U - O - 58-17N
b lyPEOFCOMPEEIT

WO S
ANDG

A /WASATCH
lE J ulk.R. UK illULL ANIJ ouKVE T

P O. BOX250 BIG PINEY, WYOMING 83113 UINTAH, UTAH
4 !ßCATIONOF WEli (RapoltiocatsoncIssly mit m acconimce wids my Sme requxenmisP 14 FEKMITND

m..... 627' FNL - 1870' FWL (NE/NW) 43.-047-33399
a i.....« i.....I,...n.n.ig. SAME vamemar BEUED

an.. SAME 10/14/99
13DATEEPUDDED I6.DATEE.D.KhACHhD i1.UAlbCUMFL(Kaady10prod) IKhLAYAlKJN5(DF.NEU.K1.0ÆTC)" 19.ElIVCAIINGHEAD

11/28/99 12/10/99 1/18/2000 4726' KB 4711' PREP.GL.
20 TUFRI.DEPUL1WD & TVD 21. PLUG. BACK T.D.. MDA TVD TA.1F MUI.HFIX CUMPIEt UNi HUW MANY? 21 RUTAKY1 JOL.1 CASEXTUCLE

6250' 6226' I ROTARY
14 Pit0DUCINGDITERVAI.(S),CFTHIS COMPl.ETION,TOP BOTIDM. NAME (MD AND TVD * 25 WAS SURVEYMADET

WASATCH 5719' - 6084' NO
macnuC AND UNER I.005 RUN U . WAS WER,COREDT

e Sonic Imager,CompensatedNeutron,GR, Dipole Sonic Imager,Compensated Neutron.LogQualiÑntrol, ement Bond NO
CASINGRECORD(Reportan sinng; set in wen)

CASINGIIZE WEKRIT, LBÆT DEPINsgr (MD) ROLE SIžE CEMENTINGRECORD AM0tMTFUELED

8-5/8" 24.0# J-55 242' 12-1/4" 100sx Class "G"cement. NONE
4-1/2" 10.5# J-SS 6243' 7-7/8" 350 sx Hi-Lift& 400 sx Class "G"cement. NONE

to LINERRECORD so TUBINGRECORD

512E TOP (MD) BOf TOM(MD) 5ACKsCEMimir scREEN (MD) $[ZE DEPIH IST (MD) PACKER SET (MD)

2-3/8" 6 I 10'

M.PERFORADONRECORD Ontaval,siasudmmiba) 31 ACID,SHOT,FRACTURE,CEMENT, SQUEEZE,ETC.
Wasatch C-9 5719-27', 5733-35'& 5754-56' w/3 SPF DEFTHWIERVAE.(MD) AMOUNTANDKmDCFMATERIAi,U5ED

C-11 5934-36', $940-42',5948-52'& 5961-64' w/3 SPF 5934-5964' 20,034 gals gelled water & 96,000#20/40 saad.
C-13 6082-84' w/3 SPF 5719-6084' 18,480 gals gelled water & 98.040#20/40 sand.

33.• PRODUCTION
DATEFIRITPRODUL'HON PRODUL"r10NMbl HUL1(Flowng, gas Itti, pungmig size midEype og pm ) WEEL STATUS(Redicag er simit-4

1/18/2000 F W- -- ---.-- PRODUCING
DATEDFTEET HOURE TESTED scYA Pitut?N ÞDil GAS-MCF. WATH.BEL GAl-01ERHO

1/23/2000 24 64• 9 [ 5 BC 1203 MCFD 3 BW
FLOW.TUBINUPKEEE CASINGPRhs3UKb ÓÖ (UENTIAL -me. ma..a.= o unavrrv.aruco.uo
FTP 1050 psig CP 1170 psig 5 BC 1203 MCFD 3 BW
R DISPOHilluN UI UAS lSolg use tot tasi,veted. sic ) i t:5 L ½1]NhsShu ß Y

SOLD EXPIRED JAY ORR

*(See Instructionsand Soaces for Additional Dataon Reverse Side)This li V5.C Secuan 1001. makesa a crime for any puson linow gly ami willibib 16 minksto my diputnust er agimy of Du Unged Samenanyfalse. fachusmaser fransalut udenmas arnprmstmens sa to arg mener



INSTRUCTIONS

General: This fami is despied for stímtling a compbeleand correct wed complebon report and dog on al types of larxis and Ismes ta either a Federal agancy or a State agency. or both, pusuam to appicame Federal an&orState laws
andtogulilions. Any neosssary special instruen-s canaamingIhe use of this form and the mar er of coisas to be stimulted particuligtp withregard to IncaL area or repenal procedures and praddcas,mihar are shownbelow armd be
issunday, or may be eMained Emt. the local Federal andar Siste odloe. see instructions en items 22 atd 24. yog33 below regmeng separate repete for separate compisilans.
Kom 4: IfOmre are no al@tcaMa State reglarameds locanons on Federal or Indan land standi be descubed in accordance mth Federal reiparamems Corma inesi Simio or Fedemi ofice for specito insimcDons.
Bem is: Indmate Which elembon is used as rulerome (mi-re nel otherwiseshown} for depth 41eatwemarts given in other spaces en this form and in any attactmerts.
Nams 22 md 24: ti IMs wil is compieled for separaie proddenen irom more enn one interval ama (rmdiple compisbon),sostate in dem 22, and in item 24 show the Dioducing interval, or litermis, tap(s).boliom(s) and namele)(if any)
for only the irterval reponed in llam 33. Stanit a separate report (page) en unsI mi edequalelyidertised lor each aditlemiinterval to be sepmately proihiced. showingthe addliarmidata pertinent to such htsveL
hem 20: est Miached mapiemogairgeorge for INS wel shadi show the details of any Fmmipio stage comenling and the locaban of the cam-img tool.
Mem 33: &®rmta sepstale cansgeban report an tins form for each interval to be separalely producast (See minuunan for tems 22 and 24 abova)

PRIVACYACT

ThsFrivsyActefl974-dtbarspistime43CFR148(d)pf*U$$ h -91beformammreipmedbytisoplicalim

AUTHORrrY:30 tA3.C181 W.seg. 23 U R¢ a. sag, 0 CFR3160
PRDICIPt.EPURPOBB:The kitammien isto beused loesinais im Ibs Aliisofsi eil er gm wait m a Padualer Ilmim leana
ROUl?iBUEEB:(1)Erminaindmalpupmsitaulpmusensusedemagibekillingefthewell (2)1harenewefitBl0pc20MiimífŒmdÑ-i-0Midimièlfin illÑIB O)AntlyggAMUlssppismianstokiueligliefdste
ottninsi sadmahn useiL (4)(5) hiennaion &cmdie iscsid -¥er dureceni will be kmsfmedto approptist Fedad. Rag local er fampaagmeias,whmselsweg to cisil, cranim1 or repihi-y sleistigmiens er pisse*Miem
EFFECT OFNOT PROVIDING INFDRMATION Fdag ofthis impen me disclamre of lie afonnstion is tr-uhlery carm m ad or gas well eskillmL
111ePapirwerkReimi-ACEdil930(44U$.C 3301.4L554) le@uralustostormyouin:

This informtionis beug cottacted to allownshmim of du technical,entdy, md mairamnemst fastere siselnd with kiilire adpraescisg eil ami gas -Featral ed indim oil md gm laansa
niisirgenmtionwill be uusi to sistrarepagium -d campse eiµipens edpressämns actunity assi web die proposals plied for
Respmer to this respres is nmagary ance m nil er gas well is &illed

sdWAk i ov i onobs zodis: <showa miportant mnes et ity 38. GËØLOGICMAkkËksand contentsthereof, cceedmeenrair,and all dnil-stem tests, mcludmg cpthinternt tested, cualuanused,time tool open,flowng and shut-in pressures,
and recovenes): 10P

FORMATION TOP BOTTOM DESCRIPTION,CONTENTS,ETC NAME MEAS DEPTH TRUEVERTDEPTH

Green River 1860'
Base "M"Marker 4532'
"N"Limestone 4790'

Wasatch
Peter'sPoint 4926'
ChapitaWells $535'

C-9 5715'
C-11 5926'
C-13 6010'

BuckCanyon
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